
PRECISION DUBNOFF SHAKING WATER BATH 
304-TPA

Product description

• Dubnoff shaking water bath, horizontal platform shaking, versatile 
in test tubes and flasks accommodation
• Stainless steel AISI 304 interior, corrosion resistant powder-coa-
ted steel exterior chassis
• High durability and easy-to-clean

.

Technical Characteristics

• Microprocessor control with digital Led 4 digits display and 
0,1ºC resolution. Ramp/soak programming, leveled in 60 steps, 
assuring versatility and autonomy to the equipment 
• Visual alarm system settable for highest and lowest temperature 
and for temperature range
• PT 100 temperature sensor with 0,1ºC resolution allowing control 
and monitoring

Technical Specifications

Temperature Range Amb.+4ºC to 100ºC

Temperature Control PID

Resolution ± 0,1 ° C

Display LED  

Temperature Sensor PT 100

Retransmission Door 4 to 20mA

Chamber capacity 36 L “unloaded”

Heating System Stainless steel tubular electric resistance

Shaking System Reciprocal horizontal 25 mm course

Shaking Speed 20 to 220 RPM

Protection Grade IP 20

Electrical Specs 110V 50/60Hz and 220V 50/60Hz

Dubnoff 304-TPA Bath Inormation

MODEL
CHAMBER EXTERIOR

WIDTH mm DEPTH mm HEIGHT mm HEIGTH. L WIDTH mm DEPTH mm HEIGHT mm HEIGTH L

304-TPA 600 400 150 36 800 480 300 115

• 01 (one) tray with 12 AISI 304 stainless steel clips for 250ml Erlen-
meyer.
• AISI 304 Stainless steel gable cover 
• Temperature controller RBC Calibration Certificate
• Data Logger (4 to 20 mA) output   

INCLUDED ACCESSORIES AND COMPONENTS: 

?
• IQ, OQ and PQ protocols
• Different Clips and Fasteners 
.

OPTIONAL

MODEL WEIGTH Kg ELECTRICAL SPECS W

304-TPA 57 2100


